





SEMI 32 NC

Akilli Kontrol, Esnek Uretim
Smart Control, Flexible Production

Teknik Ozellikler-Technical Specifications SEMI 32 NC
Maks Blikim Kapasitesi - Max Bending Capacity @32 mm X 2 mm
Min/Max. Kalip Capi-Min/Max Mold Size 80/250 mm
Malzeme isleme boyu - Material Process Length 2000 mm
Makine Ebatlari - Machine Sizes 2500x1000x1000 mm
Toplam Motor Glicli- Total Engine Power 3 Hp

Agirlik - Machine weight 0,5 Tons

Manuel Hydraulic Tube Bender Machine

Hydraulic Pipe Bending Machine is a pipe bending machine without reducer that can bend pipes and profiles of
various sizes and thicknesses up to 32 mm in diameter and can make precise degree bending at desired angles
thanks to the digital screen in accordance with the desired diameter/mould dimensions. It performs bending by

providing

circular motion by transferring the linear movement of the hydraulic piston connected to the other rack to the
gear after clamping the pipe with the force applied to the hydraulic piston mounted on the pipe bending
machine by the pump pressure connected to the 4HP electric motor of the 40 It hydraulic oil tank..




Manuel Hidrolik Boru Kivirma Makinasi

Manuel Hydraulic Tube Bender Machine

Hidrolik Mengene/ Hydraulic Clamp Malafali ve Malafasiz Calisma imkani
/Able to Work Without Mandrel

Hidrolik Bukiim/ Hydraulic Bending
1Yil Garanti/ 1 Year Warranty

Sabit Makara/ Stable Mandrel
! el r CE Normlarina Uygundur/ Conforms to CE Norms
Hafizali 10 Farklh A¢i Sistemli Dokunmatik Ekran/ Touchscreen
with a Memory-Enabled 10-Position Angle Adjustment System

Hidrolik Bikim Sistemi/ Hydraulic Bending System
CE Normlarina Uygundur/ Conforms to CE Norms

Ayak Pedal Kontrol/ Footv Pedal Control
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Some of the products
manufactured by 832 NC



SEMI 51 NC

Akilli Kontrol, Esnek Uretim
Smart Control, Flexible Production
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Watch on YouTube

Hydraulic Semi Automatic Mandrel Tube Bending Machi

Our NC series pipe bending machine is equipped with an NC control unit with Touch Screen Interface. The Livmak
NC series pipe bender combines practical operation, high pipe bending accuracy and cost-effectiveness. It is a
practical semi-automatic solution for small and medium-sized productions.

It is equipped with up to 10 programmable bending angles.

Our machine, which has the ability to bend oval and ellipse pipes, serves in many sectors such as School Desks,
Chairs, Stainless Pipe Profile Elevator Handles, Scaffolding Systems in many continents such as Europe, Asia and
America.




Hidrolik Yari Otomatik Malafali Boru Bikme Makinesi

Hydraulic Semi Automatic Mandrel Tube Bending Machine

NC

Hidrolik Biikiim Sistemi/Hydraulic Bending System Teknik Ozellikler-Technical Specifications Semi 51 NC

Hidrolik Mengene/ Hydraulic Clamp Maks Biikiim Kapasitesi - Max Bending Capacity @51 mm x 2 mm

Hidrolik Dayama/ Hydraulic Sledge
Hidrolik Malafa / Hydraulic Mandrel
PLC Elektrik Sistemi / PLC Electrical System Malzeme isleme boyu - Material Process Length 350-2100 mm
CE Normlarina Uygundur/ Conforms to CE Norms

Dokunmatik Ekran Operatér Paneli/
Touch Screen Operator Panel Toplam Motor Glici- Total Engine Power 5 Hp

Min/Max. Kalip Capi-Min/Max Mold Size 70/250 mm

Makine Ebatlari - Machine Sizes 3000x1500x1500 mm

Malafali ve Malafasiz Galisma imkani/

Agirlik - Machine weight 1,2 Tons
Opportunity to Work With And Without Mandrel
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Some of the products
manufactured by 51 NC
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SEMI6SNC

Akilli Kontrol, Esnek Uretim
Smart Control, Flexible Production

Watch on YouTube

Hydraulic Semi Automatic Mandrel Tube Bending Machi

Our NC series pipe bending machine, which includes sphere mandrel and wiper die assembly, has an NC control
unit with a Touch Screen Interface. Equipped with up to 10 programmable bending angles with memory, our
machine has the ability to bend stainless pipes and is very easy to use.

Livmakina: Supports its customers in pipe bending molds. It serves many sectors such as Shipyard, Defense Indus-
try, Fitness Sports Equipment in line with the demands of our users.

It serves many European countries such as England, Poland, Spain, Italy, Ukraine and the Asian continent with
references to Russia, Vietham and so on.



Hidrolik Yari Otomatik Malafali Boru Biukme Makinesi

Hydraulic Semi Automatic Mandrel Tube Bending Machine

Hidrolik Bukim Sistemi/ Hydraulic Bendig System
Hidrolik Mengene/ Hydraulic Clamp

Hidrolik Dayama/ Hydraulic Support

Hidrolik Malafa/Hydraulic Mandrel

Hidrolik Kizak/ PLC Electrical System

PLC Elektrik Sistemi/ Conforms to CE Norms

Dokunmatik Ekranli Kontrol Paneli/
Touch Screen Control Panel

Malafali ve Malafasiz Calisma imkani
/Able to Work Without Mandrel

1Yil Garanti/ 1 Year Warranty
CE Normlarina Uygundur/ Conforms to CE Norms

65
NC

Teknik Ozellikler-Technical Specifications

SEMI 65 NC

Maks Blkiim Kapasitesi - Max Bending Capacity

@65 mm x 2 mm

Min/Max. Kalip Gapi-Min/Max Mold Size

60/250 mm

Malzeme isleme boyu - Material Process Length

3000 mm

Makine Ebatlari - Machine Sizes

3500x1500x1000 mm

Toplam Motor Glicli- Total Engine Power

7,5 Hp

Agirlik - Machine weight

1,5 Tons

Some of the
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manufactured by 65 NC




TWIN DOUBLE 38

Yiksek Verimlilik, Hassas C6zim
High Efficiency, Precise Solution

T

Watch on YouTube

Double Head Pipe Bending Machine

With its double-head design, this machine can bend both ends of a pipe simultaneously, offering fast and symmet-
rical production for medium-sized pipes with a capacity of 38 x 2 mm. It supports mass production with an 8-sec-
ond bending time and memory for up to 100 products.

It handles mold diameters up to 195 mm and head distances up to 1950 mm. The 7” touchscreen interface, +/-1°
bending accuracy, and multi-language support make it user-friendly.

Compliant with CE standards, the system features production tracking, error display, and easy mold change
capabilities, ensuring efficient and safe operation. It operates in both automatic and manual modes and supports

double or triple pipe setups depending on pipe size.




NC Cift Kafa Boru Profil Kivirma Makinasi

Double Head Pipe Bending Machine

Sag ve Sol Kafalarda Farkli A¢ilarda Blikebilme/

Ability to Bend at Different Angles on Right and Left Heads
Birden Fazla Dil Segenegi/ Multiple Language Options

CE Normlarina Uygundur/ Conforms to CE Norms

Ayni Anda 2 veya 3 Boru Profil Biikebilme/

Ability to Bend 2 or 3 Pipe Profiles at the Same Time

Ekranda Giinliik ve Toplam Uretim Adetini Gérebilme /

Ability to See Daily and Total Production Quantity on the Screen

Kullanici ihtiyacina Gére Kalip Uretimi /
Mold Production According to User Needs

liv

LVH 38 DH A making
|

4

38
NC

Teknik Ozellikler-Technical Specifications

TWIN Double 38 NC

Maks Bukim Kapasitesi - Max Bending Capacity

@38 mm x 2 mm

Min/Max. Kalip Gapi-Min/Max Mold Size

90/220 mm

Malzeme isleme boyu - Material Process Length

350-2100 mm

Makine Ebatlari - Machine Sizes

3000x1500%x1500 mm

Maksimum Bikim Derecesi- Maximum Bending Angle 120°
Toplam Motor Glci- Total Engine Power 5 Hp
Agirlik - Machine weight 1,2 Tons

Sy !!51 o~ www.livmakina.com |

Some of the products

manufactured by TWIN Double
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TWIN CNC

Yiksek Verimlilik, Hassas C6zim
High Efficiency, Precise Solution
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Double Head Pipe Bending Machine
L N

With its double-head design, this machine can bend both ends of a pipe simultaneously, offering fast and sym-
metrical production for medium-sized pipes with a capacity of 38 x 2 mm. It supports mass production with an
8-second bending time and memory for up to 100 products.

It handles mold diameters up to 195 mm and head distances up to 1950 mm. The 7” touchscreen interface, +/-1°
bending accuracy, and multi-language support make it user-friendly.

Compliant with CE standards, the system features production tracking, error display, and easy mold change
capabilities, ensuring efficient and safe operation. It operates in both automatic and manual modes and supports
double or triple pipe setups depending on pipe size.



CNC Cift Kafa Boru Profil Kivirma Makinasi

Double Head Pipe Bending Machine

iki Kafa Hareketli - Servolu/ Dual-Head Motion System —
Servo-Driven

Sag ve Sol Kafalarda Farkli Agilarda Blikebilme/
Ability to Bend at Different Angles on Right and Left Heads

Birden Fazla Dil Se¢enegi/ Multiple Language Options
CE Normlarina Uygundur/ Conforms to CE Norms

Ayni Anda 2 veya 3 Boru Profil Bikebilme/
Ability to Bend 2 or 3 Pipe Profiles at the Same Time

Ekranda Giinliik ve Toplam Uretim Adetini Gdrebilme /
Ability to See Daily and Total Production Quantity on the Screen

Kullanici ihtiyacina Gére Kalip Uretimi /
Mold Production According to User Needs

Kafalararasi Mengene/ Inter-Head Vise

38

CNC

Teknik Ozellikler-Technical Specifications

TWIN Double 38 NC

Maks Bukum Kapasitesi - Max Bending Capacity

238 mm x 2 mm

Min/Max. Kalip Gapi-Min/Max Mold Size

90/220 mm

Malzeme isleme boyu - Material Process Length

350-2100 mm

Makine Ebatlari - Machine Sizes

3000x1500x1500 mm

Maksimum Bikiim Derecesi- Maximum Bending Angle 120°
Toplam Motor Glici- Total Engine Power 5 Hp
Agirlik - Machine weight 1,2 Tons

Some of the products
= manufactured by Twin CNC
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